
CERTIFICATION OF COMPLIANCE
DESCRIP-  ASTM D1785 ASTM D2241 ASTM D3034 ASTM F679 C-900 C-905

F-477 - STANDARD SPECIFICATION FOR ELASTOMERIC
  SEALS (GASKETS) FOR JOINING PIPE

D-618 - STANDARD METHOD OF CONDITIONING PLASTICS
  AND ELECTRICAL INSULATING MATERIALS FOR TESTING

D-638 - TEST METHOD FOR TENSILE PROPERTIES OF PLASTIC

D-1598 - TEST METHOD FOR TIME-TO-FAILURE OF PLASTIC PIPE
  UNDER CONSTANT INTERNAL PRESSURE

D-1599 - TEST METHOD FOR SHORT TERM HYDRAULIC FAILURE
  PRESSURE OF PLASTIC PIPE AND FITTINGS

D-1784 - STANDARD SPECIFICATION FOR RIGID PVC (POLY VINYL
  CHLORIDE) COMPOUNDS

D-1785 - STANDARD SPECIFICATION FOR POLY (VINYL CHLORIDE)  
   (PVC) PIPE SCH 40-80-120

D-2122 - STANDARD METHOD OF DETERMINING DIMENSIONS OF
  THERMOPLASTIC PIPE AND FITTINGS

D-2152 - STANDARD TEST FOR THE DEGREE OF FUSION OF
  EXTRUDED PVC (POLY VINYL CHLORIDE) PIPE AND
  MOLDED FITTINGS BY ACETONE IMMERSION

D-2241 - STAND SPECIFICATION FOR POLY VINYL CHLORIDE (PVC)
  PRESSURE RATED PIPE (SDR SERIES)

D-2290 - TEST FOR APPARENT TENSILE STRENGTH OF RING OR
  TUBULAR PLASTIC BY SPLIT DISK METHOD

D-2412 - TEST METHOD FOR EXTERNAL LOADING PROPERTIES OF
  PLASTIC PIPE BY PARALLEL PLATES

D-2444 - TEST METHOD FOR IMPACT RESISTANCE OF THERMO-
  PLASTIC PIPE AND FITTINGS BY MEANS OF A TUP (FREE
  FALLING WEIGHT)

D-2672 - STANDARD SPECIFICATION FOR JOINTS FOR IPS PVC
  USING SOLVENT CEMENT

D-2837 - STANDARD METHOD OF OBTAINING HYDROSTATIC DESIGN
  BASIS FOR THERMOPLASTIC PIPE MATERIALS

D-3034 - SPECIFICATION FOR TYPE PSM POLY (VINYL CHLORIDE)
  (PVC) SEWER PIPE

D-3139 - STANDARD SPECIFICATIONS FOR JOINTS FOR PLASTIC
  PRESSURE PIPES USING FLEXIBLE ELASTOMERIC SEALS

D-3212 - SPECIFICATION FOR SEWER PLASTIC PIPE USING  
               FLEXIBLE ELASTOMERIC SEALS

F-679 - STANDARD SPECIFICATION FOR TYPE PVC POLY (VINYL
  CHLORIDE) (PVC) SEWER PIPE AND FITTINGS

NSF STANDARD #14 - COMPLIANCE FOR NSF SEAL OR APPROVAL

UNDERWRITERS LABORATORIES (UL)-1285 (LISTED AND APPROVED)

FACTORY MUTUAL (FM)-1612 (LISTED AND APPROVED) 
SEE PRESSURE RATINGS

NSF-61

AWWA C-900 - 07 4” - 12” MANUFACTURING STANDARD

AWA C-905 - 88 14” - 36” MANUFACTURING STANDARD

  X X X X X

 X X X X  X

     X X

 X X   X X

 X X   X X

 X X X X X X

 X

 X X X X X X

 X X X X X X

  X   X X

     X X

  X X X X X

  X X X X X

 X X

 X X   X X

   X

  X   X X

  
   X X

    X

 X X   X X

     X

     X

 X X   X X

     X

      X


